










the	 “Interactive	 Database	 Editing”.	 However,	 it	 can	 be	 also	 used	 for	 the	 calculation	 of	




the	 generic	 characteristics	 are	 introduced	 only	 if	 all	 the	 members	 share	 the	 same	
characteristics;	otherwise	they	should	be	defined	for	each	member.	
The	 tabs	 “columns”	 and	 “beams”	 contain	 a	 list	 of	 members,	 which	 should	 be	 named	 in	
correspondence	 with	 the	 SAP2000	 structural	 model.	 For	 columns,	 only	 the	 lines	
corresponding	to	the	end	“2”	are	shown,	given	that	both	ends	have	similar	characteristics.	For	
the	management	of	grey	cells,	see	the	tab	“README”.	
Then,	 the	 tabs	 “input	 col_M3”,	 “input	 col_M2”	 and	 “input	 bea_M3”	 read	 the	 necessary	 data	
which	should	be	pasted	into	the	corresponding	.TXT	files	contained	in	the	main	folder.	If	the	
user	does	not	intend	to	use	the	application	combined	with	SAP2000	and	only	needs	a	 list	of	
values,	 the	 .TXT	files	can	be	 filled	with	 the	data	 from	the	 tabs	 “input	col	 single	section”	and	
“input	bea	single	section”,	which	read	only	one	member	end.	
2. MATLAB		
Subsequently,	 the	 Matlab	 script	 “HINGES.m”	 should	 be	 run.	 By	 default,	 the	 application	
produces	three	text	files	named	as	the	corresponding	tabs	in	the	Interactive	Database	Editing	
of	 SAP2000:	 “Hinges	 Def	 02”,	 “Hinges	 Def	 03”	 and	 “Frame	 Hinge	 Assigns	 02”.	 For	 other	
possibilities	 of	 output,	 the	 user	 can	 enter	 the	 script	 and	 follow	 the	 instructions	 at	 the	
beginning	of	the	body.	
3. SAP2000	
Prior	 to	 the	 automatic	 insertion,	 the	 user	 should	 create	 a	 plastic	 hinge	 and	 apply	 it	 to	 any	
member	 of	 the	 model,	 in	 order	 to	 make	 it	 possible	 to	 edit	 the	 corresponding	 tabs	 of	 the	





overlapping	 the	 hinge	 created	 beforehand.	 The	 text	 can	 be	 automatically	 organized	 in	
columns	with	 the	Excel	 tools,	 using	 the	 “;”	 as	 column	 separator.	A	 similar	 strategy	must	be	
followed	with	 the	 content	 of	 “Hinges	Def	 03.txt”;	 in	 this	 case	 the	 second	 column	may	 show	
some	 issue,	 which	 can	 be	 solved	 by	 replacing	 “=”	 by	 “”.	 Then,	 the	 content	 of	 “Frame	 Item	
Assignments”	 is	pasted	 in	 the	corresponding	 tab	and	 the	original	hinge	must	be	overlapped	
(and	subsequently	it	can	be	deleted	from	the	model).	
	
